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figa Alcohol Distillery

1. The Riga Spirta Rektifikacijas Iestade (Riga Alcoh located at Picniero
treet and na Street in a. See ibit-A for
?ayoat of pﬁgt as described below B

2p The plant area is swrounded by an eight foot wire and spike fence. The main building
showr as (A} on  Fxhihit (a) ‘8 a five story red brick building ard conteins, in
afidition to the administrative sta?f, a laboratory and the boitling departments.

(¥) 1s tne location of tne three distilling columms (two continuous and one bateh. ).

{¢) is toe storuge and distribution area for purified alconol. Tule brick building is
about 10 nmeters high.

(D) Crude alconoi storage tanks which are about 10 meters nign.
(E) is a red brick two-story building for storage.

The check system was rataer unique
to punch a button. A red or green
If the red light came on the employee was
stigation of hig Person and identity. Depending on the cireuit set up
there was a 1:2 to 1:5 chance of getting a red light.

(G) 18 the power plant, a 20 meter white brieck building. Superneated stesm was produced
at a presswre of 35 kilograms per square centimeter. The product of tne distillery wog
parified alzonol mede from rav alcohol Teceived from district distilleries,and absolute
alconol made by the methnd of azeotropic distillation.
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3 the I.ca:i._/snd Zinc Paint Works in Riga,’ [Geo Exhibit . Yagout
‘ of plant as deseribed below: ' e Exhibit fB) for layout

b, (A) The administration building waich included the apartment of the Chief Chemist. -
The laboratory. : . A v
The zinc oxide packing division. . =~ - | R
The zinc oxide division. LTI
The lead white chambers (old type). ‘
The lead white dryer. o
The lead white division. .
Storage .
The lead oxide furnace
The barrel division.
The acetic acid division.
(L) The macuine snop. ‘
(H)} - The power plant and boiler (approximately 500 E.P.).

The buildings are approximately three stories ‘high'o‘n the nvéz;age, althongh thc ileight -
vari : around the process.

‘of the plant were (a) lead minium,
‘white; (c) paint quality zine oxide 5 (@) chemically pure zinc oxide;. (a) 1i¢]
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